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Abstract

Plug-and-Play Priors (PnP) and Regularization by Denoising (RED) are widely-
used frameworks for solving imaging inverse problems by computing fixed-points
of operators combining physical measurement models and learned image priors.
While traditional PnP/RED formulations have focused on priors specified using
image denoisers, there is a growing interest in learning PnP/RED priors that are
end-to-end optimal. The recent Deep Equilibrium Models (DEQ) framework has
enabled memory-efficient end-to-end learning of PnP/RED priors by implicitly
differentiating through the fixed-point equations without storing intermediate acti-
vation values. However, the dependence of the computational/memory complexity
of the measurement models in PnP/RED on the total number of measurements
leaves DEQ impractical for many imaging applications. We propose ODER as a
new strategy for improving the efficiency of DEQ through stochastic approxima-
tions of the measurement models. We theoretically analyze ODER giving insights
into its convergence and ability to approximate the traditional DEQ approach. Our
numerical results suggest the potential improvements in training/testing complexity
due to ODER on three distinct imaging applications.

We adopt the monotone operator theory [1,2] for a unified analysis of ODER. The contributions of
this work are algorithmic, theoretical, and numerical. We propose ODER as a new algorithm. We then
develop new theoretical insights into its ability to approximate the traditional DEQ. In Supplement
A, we prove the convergence of forward pass to € Fix(T) up to an error term controlled by v and
w. In Supplement B, we prove that the online backward pass in expectation converges to b € Fix(F)
up to an error term that can be controlled via w. In Supplement C, we prove our main theorem
establishing the ability of ODER to approximate the stationary points of the desired loss ¢(6) up to
an error term that can be controlled during training. Finally, in Section D, we provide additional
technical details on our implementations and simulations omitted from the main paper due to space.

We use the same notations as in the main paper. The measurement model corresponds toy = Axz*+e,
where x* is the true solution and e is the noise. The function g(x) denotes the data-fidelity term.
The operator Dg(-) denotes the learned prior within ODER and RED (DEQ), which is implemented

via its residual Rg := | — Dg. The operator Tg(-) and F( -) denote the ODER stochastic forward
and backward passes, respectively. The operator Tg(-) and F(-) denote the full batch forward and
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Figure 1: Empirical evaluation of the Lipschitz continuity of T. Each histogram was generated
by storing all ODER iterates and T € Fix(T) across all the test images used in the tables of the
main paper. The x-axis is the value of | T(x"™Y) — T(®)|2/||x"t — Z||2. Left: The histogram
of IDT at b = 500 with {15, 20, 25} dB of input SNR. Middle: The histogram of sparse CT at
b € {90,120, 180} projection views. Right: The histogram of the radially sub-sampled parallel
MRI at 10% and 20% sampling. Note how T numerically acts as a contraction on all the iterates
generated for the CT and MRI experiments, and on 99.79% iterates generated for the IDT experiments.
Despite their imperfect numerical precision, current spectral normalization techniques still provide a
powerful tool for systematically ensuring stability of PnP/RED fixed-point iterations.

backward passes of RED (DEQ), respectively. Finally, our code, including pre-trained CNN models
used in ODER and RED (DEQ), is also included in the supplementary material.

A Proof of Proposition 1

The following proposition shows the convergence (in expectation) of the ODER forward pass for
convex g and contractive Dg. Note that this proof is a variation of existing results in the literature on
online PnP/RED [3-6]. However, this result plays an important role in the analysis of the ability of
ODER to approximate the traditional DEQ learning.

Proposition 1. Run the forward pass of ODER for k > 1 iterations under Assumptions 1-4 using the
step size 0 < v < 1/(\+ 7). Then, the sequence of forward pass iterates satisfies

E [|o* — &2] < n*R+ —

TN M

for some constant 0 < 1 < 1 where T € Fix(T).

Proof. For notation connivance, we abbreviate Tg(---) as Tg(- -+ ) in the following proof. From
Lemma 1, T is a contraction, which means that there exists 0 < 7 < 1 such that

IT(2) = T2 < nllz - yll2,
for all z,y € R™. Then, for T € Fix(T), we have that
|2 ~ @l = [T - T@) = T~ T@) + T — T2

<T@ = T@)ll2 + 7 T(@ ) = T2

<t —F|2 + | Vg(Y) - Va2,
where we used the triangular inequality and that T is n-Lipschitz continuous. We take the conditional
expectation from both sides to obtain

E 2 — a2 | 2] < nlla o +
where we applied the Jensen’s inequality to the variance bound in Assumption 4. By taking the total
expectation, we thus have
Lo
Vu

By iterating this inequality and using the bound in Assumption 3, we get the result

E a:k—fz SnkR—i—L.
[k — 2] T

E [lla* — ll2] < nE [l @]



A.1 Useful Results for the Proof of Proposition 1

The following lemma establishes that T is a contraction. The proof is a minor modification of the
Proposition 1 from [7], which we provide for completeness. It is worth noting that this result does
not assume that the functions {g;j} are strongly convex.

Lemma 1. Suppose that Assumptions 1-2 in the main paper are true. Then, forany 0 < v < 1/(A7),
the operator T in eq. (2) of the main paper is a contraction, which means that for all x € R"

V2T ()2 <1,

where || - ||2 denotes the spectral norm.

Proof. The Jacobian of the operator T with respect to « is given by
VoT(x) = (1 —~7)I — yHg(x) — v7V.D(x).

Let Ay > --- > Ap denote sorted eigenvalues of the Hessian matrix Hg(x). Since ¢ is convex, we
have that A\, > 0. Then, for any € R", we have

IVaT(@)]l2 = I(1 = 7)I = yHg(x) —y7VD(z)]l2
<X =7 = yHg(x)]2 +77([VaD()]2

< _ _ .
< 1I£1ia§xn {1 =97 =i} + 756

<1l—m1(l-k) <1,

where in the first inequality we used the triangular inequality, in the second the fact that D is a
contraction, and in the third the convexity of g. O

B Proof of Proposition 2

The following result is a novel analysis of the ODER backward pass. The result implies that the
backward pass converges (in expectation) up to an error term that can be controlled by the minibatch
parameter w. Our numerical results provide additional corroboration to our theory by showing that
ODER nearly matches the performance of the traditional DEQ learning.

Proposition 2. Run the backward pass of ODER for k > 1 iterations under Assumptions 1-4 from
b° = 0 using the step-size 0 < v < 1/(\+ 7). Then, the sequence of backward pass iterates satisfies

- B
k k 2
E [[16% — Bllo] < Ban® + = @

where 0 < n < 1, By > 0 and By > 0 are constants independent of k and w, and b € Fix(F).

Proof. Let X denote the output of the forward pass of ODER after ' > 1 iterations, * denote the
training label, and T € Fix(T). Consider the following two operators

F(b) = [VoT@)] b+ (@ —2*) and F(b) = [V, T ()b + (=X — z*),

where the first operator is used in the backward pass of RED (DEQ), while the second is its online
approximation. Note also the following two Jacobians

VoT(@) = I —v(Hg(T) + 7VLR(®E)) and VoT(xX) =T — y(Hj(z") + 7VLR(x")).

Lemma 1 implies that T is a contraction. Let 0 < 7 < 1 denote the Lipschitz constant of T. Since
VF(b) = V4 T(Z), we have | VpF(b)||2 = ||V T(Z)||2 < 7, which means that F is a contraction

IF(2) = F@)ll2 < nllz - yl2. =z,y€R"
We can thus show the following bound
1% = Bl|2 = [[F(b*~1) — F(B)||2 = [F(B*~!) — F(B) + F(B* 1) — F(6* 1),
< [IF( 1) = F(®)[l2 + [IF(6*) — F(6 1)
< bRt = Blj2 + [F(BRT) = F(B 1|2,



where we first used the triangular inequality and then the fact that F is a contraction. By taking the
conditional expectation on both sides, we obtain

E [J6F — Bllz | 2%, 1) < nllb*t = B2 + E [IF(B2)  FOF )z |2, 62] . 3)
We can bound the second term in (3) as follows
£ [IF@R) — FORY) 2 |2, 6] < 7E [ Hg(@) — Hia") 2 | =, 5] 6
+ 77| VaR(@) — VaR(@)[|2[6 72 + [l2* — 2|2
< yAll2" — 22|67 |2 + L:Ilbk_lﬂz +yrale’ — 22|tz + 2" — 22
< Ayl ~ a2+ 22,
with A; = (29A + 2y7aR + 1) and A, = 2vR, where in the second inequality we used Lemma 2

and the a-Lipschitz continuity of VR and in the third [6*~1||2 < 2R. Since b° = 0, Assumption 3
implies that ||b||, < R, which leads to ||[b*||, < 2R forall k > 1.

By including the last bound into (3), we obtain
E [[[6% = bll2 [ 2", 6% ~*] < pllo""* = bll2 + Al —E[|2 + A2/ V.
By taking the total expectation and using Proposition 1, we get
- _ - Aj_’yV Az
E [||bX — b|2] < nE [||bK"1 —b ARy 4+ — 1 4 =2
[l[B* = Bll2] < nE[] lo] + AR + T+ o

By iterating this bound and noting that k < K, we get the final result
B
Vi’
where By = R+ A1R/(1 —n)and B, := (((Ai1yw)/(1 —n)) + A2)/(1 —v).

E [[[6% —bll2] < 7By +

B.1 Technical Lemma for the Proof of Proposition 2

The following technical result is used in the proof of Proposition 2. It bounds the variance of the
Hessian of the data-fidelity term g.

Lemma 2. Suppose that Assumptions 1 and 4 in the main paper are true. Then, for any z,y € R"

EllHg(z) = Hg(y)ll2] < Allz — yll2 + ﬁ
where the expectation is taken over the indices {i1, ... ,iw } used for g.

Proof. The proof directly follows the A-Lipschitz continuity assumption of Hg is Assumption 1 and
boundedness of the variance in Assumption 4

E[l[Hg(z) — Hg(y)ll2] < E[[Hg(2) — Hg(y)ll2] + E[l[Hg(y) — Hg(y)|2]

v
<AMz-yl+—,
Vw
where we used the Jensen’s inequality to get the second term. O

C Proof of Main Theorem

Our main theoretical result is a novel analysis on the ability of ODER to approximate the stationary
points of the fraining loss £(0). We show that ODER can approximate (in expectation) the stationary
points up to an error term that can be controlled by the minibatch size w and the learning rate 3.



Main Theorem. Train ODER using SGD for T > 1 iterations under Assumptions 1-6 using the
step-size parameters 0 < 8 < 1/L and the minibatch size w > 1. Select a large enough number of
forward and backward pass iterations K > 1 to satisfy 0 < n*¢ < 1/\/w. Then, we have that

*Z [IveeY)3] W+51»+502

where C1 > 0 and Cy > O are constants independent of T' and w.

Proof. Consider the RED (DEQ) loss ¢ and its ODER approximation i
i A 1,
(0)==> (;(6) and £(6) =— ;(6), “
j=1
where each ¢j and i i have the forms

1 \ ; 1 i
45(0) = 5 |[z;(0) — 712 and 41(9):§Hw}<(9)—wj||§~

Vector a:JK denotes the final iterate of the online forward pass obtained after K > 1 iterations for the
training sample j € {1,--- ,p}.

From Assumption 5, we obtain the traditional Lipschitz continuity bound on the gradient
[VE€(01) — VI(02)]]2 < L[|01 — 022,
which directly leads to traditional quadratic upper bound (see Lemma 1.2.3 in [8]).
L
((61) < ((62) + VU(82) (61 — 02) + - [101 — O] 3. ®)

Lemma 3 in this supplement establishes the following useful bound for our analysis

E[Iviet) - veoyz] < -

V'
for some constant C' > 0 (see its full expression in Lemma 3). This directly implies that
. 1, - 1 C
_ 0T ty - 02| « 2 ty |2 .
€ |- Tvih + 5IVieIE] < - SENTHEYIE + 5 ©®
Consider a single iteration of SGD for optimizing ODER
0™ = 6t — BV, (6Y). @)

From the quadratic upper bound (5), we get
L
£(0t+l) _ E(Gt) < vg(et)T(0t+l _ Gt) + §||0t+1 _ 9t||%
2
N L N
= —BVUEY)TVE, (%) + 257V, (693

For notation convenience, we use E[-| \ j¢] to denote the expectation only with respect to the training

index jt € {1,...,p}, where we condition on 8* and the random indices within forward and backward
passes at this iteration. By taking E[-| \ j¢] on both sides of the quadratic upper bound (5)
B*L
E [(6°)] \ ji] — (6% < —BVUOY)E [Vi5,(09]\ e + 5=E [IVE. (691131 \ je
- B2L p .
= —BVUOYTVI(0Y) + B [IVE Y31\ je] - ®)
where we use (4) and the fact that j¢ is distributed uniformly at random in {1, ..., p}.



‘We now estimate the last term in (8)
E [IV45.(6Y 131\ jt]
— E[IVi5.(6Y — Vi(6") + Vi©Y) 31\ jt] o
= E [|V45,(6%) — VI(OY) 3 + 2(VE;, (6%) — Vi(6Y)TVi6Y) + | VE(0Y) 3]\ i
— E[IV45.(6Y — VEOYIZI\ e +E[IVEOI31\ je]

where in the third equality we use the fact that E | (V;,(6%) — V£(6Y)TVE(6Y)] \ ji| = 0.

By replacing the last term in (8) with (9) and taking the full expectation on both sides of (8) in terms
of all random variables and invoking the bound (6), we obtain

E[¢(6" )] — E[0(6")]

A 2 A~ 2 A~
e |-avioTviet + ZEwiey ] + Z5EE IV 0 - Vil Ig
<~ Devee g+ o+ S+ 50,

where we used the fact that 0 < 8 < 1/L, and in the last inequality we used the bound from Lemma 4
in this document. By rearranging the terms, and summing this bound over 0 < ¢t <T' — 1, we obtain

1 . 2(0(6°) —E[((6T)]) . C4
TgEnwoms 7 0
20(6°) — £(6%)) 1
< 5—T + T + B8C%,

where Cy == 7727202 (R + R?)(B1 + B2 + R? + ywR/(1 — 1)) and C, := 4Lo? are constants
independent of ¢ and w. In the last inequality we used the fact that £(68*) < () for all 8, where 6*
denotes a global minimizer of ¢. O

C.1 Technical Lemmas for the Proof of Main Theorem

The following lemma are useful for relating V7 and V¢ in expectation up to an error term. Both are
used in the proof of Main Theorem.

Lemma 3. Given the loss function £ of RED (DEQ) and i of ODER, by selecting a large enough
number of forward and backward iterations K > 1 to satisfy 0 < n¥ < 1/y/w, we have

JZORZOTHES

where C' = v?720%(R + R?)(By + B2 + R? + ywvR/(1 — 1)) is a constant.
Proof. By using the DEQ training, we have the following bound

I763(6) = T450) 1 = | [oTo(a})] b = (aTomy)) B

= [vﬁg(mf)r (B —by) + [Vﬁa(w}() - VeTa(ij)}TBj

2
<||VoTo(x H b} — ijerHVaTe 1) = VeTo(x H 1652

< VTa(lleK —bjll2 + |zC = zjlalbjll2), Vie{l,---.p}, (10)

where in the first inequality, we used Cauchy-Schwarz inequality and the fact that Dg and VgDg(x)
are a-Lipschitz continuous with respect to @ and 6 based on Assumption 2. By applying Assumption
3 which states that |[bX — ||, < R and ||zK — Z||2 < R for every =, b € R", we have

IV5(8) — VE(0)|l2 < yra(R+R?), Vje{l,--,p} (11)




On the other hand, by taking the expectation with respect to the stochastic approximation variables in
forward and backward propagation(it0), invokipg the bounds obtained from Proposition 1 and
Proposition 2 and using the facttttak ¥ 1=" w, we have
h i 2
N N B:+ B>+ R R
E kri()r i)k = T )Pw

whereB; > 0andB, > 0 are constants obtained in Proposition 2 . Now consider a random
variableX which has a probability density function given Hyx) on the real number line such that
PO X ¢ =1,thenwe have
C Z C
E[X?]=  x°f (x)dx oxf (x)dx = cE[X ]:
0 0

As a consequence, given the boytd) for the random variables ’} () r 7( )kz and using
the above fact, we have the following useful bound for our proof
h !

C

i
Ekr () r GOK pos (12)
whereC = 2 2 2(R+ R?(B1+ By+ R?+ R= (1 ))isaconstant.
Note also the fact that fary; ;ap 2 R", we have
xP

a; p  kajks:
=1, =1
As a result, applying the bound (12), we have )

3
2

h i xP
Ekr“()r‘()kzzp—leﬁ 50yt () &
j=1 2

%

i ( ) ) ( ) i
E r 7 r j
. J J 2

Tl
Il

ET_O

This nishes the proof. O

Lemma 4. Given the loss functiohand”, by taking the conditional expectation with respect to the
training indexj ; (via conditioning on all other variables), we have
h X

i
6C
Ekr (9 r THE 42+ p
whereC > 0 obtained in Lemma 3 is a constant.

Proof. By taking expectation with respect to training indeX2 f 1 ; N g, we obtain the following
useful bound for ohur proof

E kr (Y r CHK3njy
h

Ekr (D r (H+r (Y r CHKE N},
h

Ekr 5 () r S(HE+kr (Y r T HKE

+2h(r O T CWTE Y 1 U Y)ing
2 E k() r C(HKGHKkr (Y 1 KGN,
2E kr S5 (Y r C(HKEnje +2kr (Y 1 U HKS;

i (13)



where we used Young's inequality that states for anya, 2 R", we have
2ala, k ajki+ kaokd ) k ap+ axkl  2(kaik3 + kayk):

By taking the full expectation of the inequality (13) above and applying Lemma 3 and the bounded
variance in Assumption 6, we have
h

[
E k() r UHK

h i
2E E kr Y, () r C(OKGnje +2E kr (Y r (DK (14)
2C
2
2 +1gsW

Similarly, by taking full expectation and using Lemma 3 and the bound (14), we write that
h [
E k.0 1 CHK

i
=ErS(YH r 5 CH+r e r UHK
h i h i
2E kr (N r UHKE +2E ke (N 1 (HKE
6C
2 .
4%+ p

D Additional Technical Details and Numerical Results

In this section, we present technical details that were omitted from the main paper for space. We used
the following signal-to-noise ratio (SNRY, 9] in dB for quantitively comparing different algorithms

kx k2 .
kx ak + bkp ’

wherek andx represents the noisy vector and ground truth respectively, while the purpasadb

is to adjust for contrast and offset. We also usedsthectural similarity index measure (SSIN0]

as an alternative metric. All the experiments in this work were performed on a machine equipped
with an Intel Xeon Gold 6130 Processor and eight NVIDIA GeForce RTX 2080 Ti GPUs.

As stated in [7,11] and other DEQ work, using acceleration can reduce computational costs during
both training and inference time and lead to improvement of empirical performance at inference.
Here, we focus on the nal image reconstruction performance for denoising based step-descent RED
(SD-RED) by using two different xed-point acceleration methods, hamely Anderson acceleration
and Nesterov acceleration. The detailed instructions of using Anderson acceleration is publicly
available with tutorials. The Nesterov acceleration for RED (DEQ) and RED (Denoising) can be
summarized as

SNR(Y;x) = r;?tz)asz 20log;q (15)

x=T (s
G =(% 1 1)=
Sk - Xk+ Ck(Xk Xk 1)’

q__
where the value af = 1=2(1+ 1+4¢ ,) is adapted for better PSNR performance. The average

SNR (dB) values for RED (Anderson) and RED (Nesterov) using different CNN denoisers on the MRI
images are presented in Table 1. We empirically observe that the RED with Nesterov acceleration led
to better reconstructions in terms of SNR. For the forward pass iterations, we equip ODER, RED
(Denoising), RED (Unfold) and RED (DEQ) with Nesterov acceleration for all experiments used
in this work. We utilize Anderson acceleration for the backward pass for both ODER and RED
(DEQ). We limit the number of backward pass iteration8@dor ef ciency considerations for all

three imaging applications. The number of forward passes is presented in each imaging modality

*Anderson acceleration for DEQ was introducetitsp://implicit-layers-tutorial.org/.



Table 1: Average SNR (dB) for different pre-trained CNNs on MRI test images. Note that the
“AWGN denoising” performance is for noise level= 5 and the “Time (ms)” presents the runtime of
evaluatingR (x)=r xR (x) onimages of siz820 320

Model .
SNR(dB) DnCNN Tiny U-Net U-Net
AWGN denoising 30.30 30.36 30.41
RED (Nesterov) 26.37 26.35 26.42
RED (Anderson) 25.44 25.46 25.51
Time (Ms) 12.22/31.74 1.65/11.48 1.88/32.84

sub-section, respectively. Followed by [7,12], we additionally set the convergence criterion (relative
norm difference between iterations) as

ka+1 ka2 <.
kakg '

where > 0. In forward passes, We set 10 2 for ODER and RED (DEQ), while we set stopping
criterion of backward passes te= 10 2 for ODER and RED (DEQ).

We additionally tested three network architectures including DnCNN [13], U-Net [14] and tiny
U-Net [15]. The DnCNN network has seventeen layers, including 15 hidden layers, an input layer,
and an output layer. The tiny U-Net is a simpli ed variant of the normal U-Net with less trainable
parameters. In specic, the CNN consists of four scales, each with a skip connection between
downsampling and upsampling. These connections increase the effective receptive eld of the CNN.
The number of channels in each layer are {32, 64, 128, 256}. We make two additional modi cations
to the tiny U-Net. First, we drop out the second group normalization (GN) [16] at each composite
convolutional layers. Second, we add spectral normalization to each layers for more stable training
and better Lipschitz constrain of the neural network. It is worth to note that spectral normalization
is a widely used method for Lipschitz constrained neural network, andribtur aim to claim

any algorithmic novelty with respect to it. In Table 1, we present the denoising performance on
AWGN removal with noise level =5 and the run time of calculating (x)=r xR (x) with respect

to a320 320image. Overall, the traditional U-Net architecture achieves the best denoising and
reconstruction performance, but requires more time per iterate than tiny U-Net. As a result, we
implement traditional U-Net denoiser for RED (Denoising), and we equip ODER, RED (DEQ) and
RED (Unfold) for the same tiny U-Net architecture in order to decrease per-iteration computation
costs during training.

In Fig. 1, we report the empirical evaluation of the Lipschitz constasit T used in our simulations

and stated in Lemma 1 on the testing images from all three inverse problems in the main paper. We
plot the histograms of values= kT(xX 1) T(X)ko=kx* 1 xXk,, and the maximum value of

each histogram is indicated by a vertical bar with the frequency>of1, providing an empirical

upper bound on the values of Note that despite the numerical limitations of current spectral
normalization techniques, they still provide a useful tool to ensure stable convergence.

D.1 Additional Details and Validations for IDT

We follow the experimental setup in [4, 6, 17] to generate the measurement matrix and simulated
images for IDT?. In speci ¢, the simulated images are assumed to be on the focal plané um

with LEDs located ar gp = 70mm. The wavelength of the illumination was set ta= 630nm

and the background medium index was assumed to be watergwith :33. We generated = 500

intensity measurements wil® microscope objectives (MO) and 0.65 numerical aperture (NA).
Followed by [6], we assume real permittivity function, and our implementation storesfgaah

two separate arrays for phase and absorption. In addition, each matrix is stored in the Fourier space
to reduce the computational complexity of evaluating convolutions. This result in the storage of
complex valued arrays for each, consisting of pairs of single precision oats for every element when
training ODER/RED (DEQ). Thus, the shape of each measurements and measurement operators in

The code is publicly available attps://github.com/bu-cisl/High-Throughput-IDT



Figure 2: Numerical lllustration of ODER on IDT for two minibatch siags2 f 100, 250y. The

result for RED (DEQ) wittb = 500 is also provided for reference. The left gure shows how ODER
improves the ef ciency of the backward pass of RED (DEQ) by reducing the per-iteration complexity
of the measurement matrix. The middle gure plots the loss against the epoch number evaluated on
the training set. The right gure plots the SNR (dB) achieved at different epochs for ODER evaluated
over the testing set. This gure highlights that by using minibatchesw b, ODER improves
per-iteration complexity and matches the same nal imaging quality achieved by RED (DEQ).

Table 2: Average SSIM values for IDT image recovery on testing images from [18].

Input SNR (dB)

Method 15 20 25

TV 0.9810 0.9829 0.9835

U-Net 0.9811 0.9831 0.9836
ISTA-Net+ 0.9809 0.9833 0.9841
SGD-Net (100) 0.9832 0.9859 0.9866

RED (Denoising) 0.9831 0.9852 0.9866

ODER(100) I oessd T oesrs g

ODER (250) 0.9846 0.9878 0.9891

RED (DEQ) 0.9845 0.9879 0.9890

full batch RED (DEQ) for reconstructing one slicelis 416 416 500 2. A detailed discussion
on the IDT forward model is available in [4, 17].

We train ODER and RED (DEQ) with the initializatiory = A"y, whereA" denotes the conjugate
transpose. For both ODER and RED (DEQ) during training, we x the step-size parameter and
regularization parameterto=5 10 3and =4, respectively. The learning rate of ODER/RED
(DEQ) is set in two stages. In the rst 100 epochs, we adopt the cyclic learning rate policy [19],
where the policy cycles the learning rate betw8g#b and0:16 with exponentially decay t6:9998

In stage 2, the learning rate was gradually reduced by a factb6@very50 epochs. The number

of total training epochs wa200. We set the same forward pass initializatichin ODER for all
reference methods. In these experiments, we set the number of forward pass iterations in ODER/RED
(DEQ) toK = 80, and we set the steps in RED (Denoising) and RED (Unfoldj tg 100 and

K =9, respectively.

Table 2 reports average SSIM values obtained by ODER and other baselines. Fig. 2 presents
quantitative evaluation of ODER on IDT for two minibatch size<2 f 100, 250y against RED

(DEQ) using the full-batch db = 500 measurements. Speci cally, Fig. &ft) presents the empirical
acceleration of ODER backward pass over that of RED (DEQ) due to the reduction in the computation
complexity of data-consistency blocks at each iteration. Figniddle illustrates the loss against the
epoch number on the training set, while Figriglit) presents the SNR achieved at different epoches

for different values ofv evaluated over testing set. Fig. 3 provides additional visualizations of IDT
reconstruction produced by ODER and other reference methods. Fig. 5 (left) shows the evolution of
SNR for ODER, RED (DEQ), and RED (Denoising) on IDT against the iteration number.
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Figure 3: Quantitative evaluation of several well-known methods on IDT under noise corresponding
to input SNR of 20 dB. The total number of IDT measurements in this experinbenbB30. RED

(DEQ) corresponds to the full batch architecture that uses all the measurements at every step. Each
image is labeled with its SNR (dB) and SSIM values with respect to the original image. The yellow
box provides a close-up with a corresponding error map provided on its right. Note the similar
performance of ODER and RED (DEQ), and the improvement over RED (Denoising) /RED (Unfold)
due to the usage of DEQ learning. Best viewed on a digital display.

Figure 4: Left and Middle: Average SNR is plotted against the training epoch for ODER and RED
(DEQ) on the training and validation images used in the sparse-view CT experiments of the main
paper. Two variants of RED (DEQ) are trained whih= 50 andb = 180 projections to illustrate

the in uence of using all the available measurements. While the complexity of ODER, which cycles
throughw = 50 projections, is comparable to RED (DEQ) usihg 50, it nearly achieves the
performance of RED (DEQ) using dil= 180 projections.Right: ODER and RED (DEQ) in Left

and Middle were trained by initializing the CNN prior using pre-trained denoisers. Here, we show
the evolution of SNR for ODER and RED (DEQ) trained from a random initialization (“training from
scratch”). Note the empirical bene t of initializing the CNN priors using pre-trained denoisers.

D.2 Additional Details and Validations for CT/MRI

Sparse-view CT.For the CT images, we train ODER by using the Itered backprojection (FBP)
initializationx® = AHFy. We use the Hann Iter for FBP reconstruction. We set the number of
forward pass steps in ODER/RED (DEQ)Ko= 180, and we use Adam with training minibatch size

4 and weightdecag 10 7. For ODER and RED (DEQ), we xed the step-sizete 1:25 10 3

and regularization parameter to= 3. The learning rate starts froé 10 # and is halved at epoch

15, then gradually reduced by a factor of 0.6 every 5 epochs. The number of total training epochs
is 35. It is worth to note that we equally divided the full projection vidw&f 90; 120 180g into

5 non-overlapping chunks, each with sizef aB; 24; 369 views, respectively. At every iterations,

the corresponding ODER model wittrb2 f 30=90; 40=120, 50=180g randomly picks a subset of

f 6; 8; 10g from each chunk for the data-consistency block calculation. This leads to better empirical
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Figure 5: lllustration of the SNR convergence of ODER, RED (DEQ) and RED (Denoising) for three
imaging applicationsLeft: IDT with the full batch ob = 500 measurements under 25 dB input SNR.
Middle: Sparse-view CT with = 180 projection viewsRight: Parallel MRI at20% sampling with

b= 96 simulated coil sensitivity maps. Note that ODER matches the performance of RED (DEQ),
and converges to a higher SNR than RED (Denoising) due to the end-to-end training.

Table 3: Sparse-view CT reconstruction in terms of SNR (dB) and SSIM on another patient from [20].

Projection Views
Method 90 120 180
U-Net 33.66 09775 3462 09808 3577  0.9848
RED (Unfold) 3427 098100 3518  0.9842  36.27 0.9870
RED (Denoising) 32.94 O.9717§ 34.07 0.9781 35.34 0.9812
S . 3460 0827 3546 00848 3621 0.9664
RED (DEQ) 3481 09831 3555 09852  36.34 0.9867

reconstruction improvement for ODER. Similarly, we set the number of forward pass iterations in
RED (Denoising) and RED (Unfold) id = 150 andK = 7, respectively.

Table 3 reports the average SNR for serveral methods on CT images using another different patient
data from [20]. Table 4 presents new simulations on sparse-view CT to empirically quantify the
inuence ofw 1 on SNR (dB). Fig. 4 (left and middle) compares the average reconstruction SNR
of ODER and RED (DEQ) for a xed periteration measurement budget on sperase-view CT. The
total number of projection views Is= 180. The batch algorithm RED (DEQ 50/180) and ODER

with (w = 50) are allowed to use only 50 projection views at per iterate. This means that in each
gure both RED (DEQ 50/180) and ODER witlv(= 50) have the same per-iteration computational
complexity. Empirically, we observe that ODER outperforms RED (DEQ 50/180) by around 3 dB
on the validation set under the same per-step memory complexity and matches the performance of
RED (DEQ 180/180). Fig. 4 (right) shows the average SNR of ODER and RED (DEQ) trained from

a random initialization (“training from scratch”) on CT. Note the empirical bene t of initializing

the CNN priors using pre-trained denoisers. Fig. 5 (middle) shows the evolution of SNR for ODER,
RED (DEQ), and RED (Denoising) on CT against the iteration number. Fig. 6 shows visual results of
running ODER with different minibatch sizes 1 on CT test images, where the full measurement
size isb= 120. Note how usindl=12th and1=6th of total measurements allows ODER to match the
visual quality of RED (DEQ). In Fig. 7tép), we provide additional visualizations of the solutions
produced by ODER/RED (DEQ) and various baseline methods considered in our work.

Parallel MRI. For the MRI images, we train ODER/RED (DEQ) by using the zero- lled reconstruc-
tion as initializationx°. For the 2D MRI images, we set the number of iterations in ODER/RED
(DEQ) toK =200, and we use Adam with training minibatch siz@and weight decag 10 ’.

We xed the step-size to = 1:2 and regularization parameter to= 0:05 for both ODER and RED
(DEQ). The learning rate starts froin 10 # and is gradually reduced by a factor of 0.6 every 10
epochs. The number of total training epochs is 40. In these experiments, we set the number of forward
pass iterations in RED (Denoising) and RED (Unfoldkto= 200 andK = 25, respectively. For the

3D MRI volumes, we set the number of steps in ODER/RED (DE@ te 400, and we use Adam

with training minibatch sizé and weight decag 10 ©. We xed the step-size to = 1:25and
regularization parameter to= 0:01 for both ODER and RED (DEQ). The learning rate starts from

5 10 ®andis gradually reduced by a factor of 0.65 every 10 epochs. The number of total training
epochs is 100. Similar to sparse-view CT, we equally divided the number of coil sensitive maps
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Figure 6: Visual illustration of ODER results using different minibatch simes 1 on CT test
images. Each image is labeled with the corresponding SNR (dB) and SSIM values. The gures below
are the error residuals relative to the ground truth. This gure corroborates our theoretical analysis

by showing thatv allows to balance computational/memory ef ciency against accuracy relative to
RED (DEQ). Note how using 1/2th, 1/6th, or 1/12th of total measurements allows ODER to be within
0.07 dB, 0.39 dB, and 0.86 dB of SNR achieved by RED (DEQ) that uses all b = 120 measurements.

Table 4: Average SNR (dB) of ODER for different minibatch simes 1 on CT test images. Note
that RED (DEQ) always uses the full batch sizéoef 120 measurements.

wh,b=120 [ 112 1/6 1/3 1/2 3/4 1/1 RED (DEQ)
ODER | 3434 3494 3512 3524 3525 3527 3526

b= 96 into 4 non-overlapping chunks, each with size2dfcoils, respectively. At every iterations,

the corresponding ODER model witih = 48 randomly picks a subset 42 from each chunk for the
data-consistency block calculation. For the 3D MRI volumes, we set the number of forward pass
iterations in RED (Denoising) and RED (Unfold) ko = 400 andK = 20, respectively. Fig. 5
(right) shows the evolution of SNR for ODER, RED (DEQ), and RED (Denoising) on MRI against
the iteration number. Fig. bftton) reports the comparison on medical brain images for CS-MRI
with under-sampling ratio af0%
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